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PANDUCT ®  Accessories—Duct Corner & Joining Strips

ORDERING INFORMATION: Order number of feet required in multiples of 6ft. or Std. Carton 
quantities.

Part Number Material
For Duct 
Height Color

Std. 
Length

Std
Ctn. Qty.

PANDUCT ®  Duct Corner Strip— 6 Foot Lengths
For All PVC Wiring Duct Types 
6 foot length. Joins sections of duct together at corners or “T” junctions. Used with any PVC Wiring 
Duct, Type G, F and D Duct and FS Raceway. 6 foot length is cut by user to fit duct height.

CS1BL6
CS1DG6
CS1LG6
CS1WH6

RIGID PVC Cut to Size

Black
Dark Gray
Light Gray

White

6 ft. 120 ft.
Duct Corner Strip
• Snaps onto duct at corner or “T” 

junctions for smooth, round corners
• Strip is cut to length (6 foot lengths) or 

is available in pre-cut pieces

NOTE: Actual length of CSP pre-cut pieces are less than “For Duct Height” shown.
ORDERING INFORMATION: Order number of pieces required in multiples of standard pkg. qty.

Part Number Material
For Duct 
Height Color

Std. 
Pkg. Qty

PANDUCT ®  Duct Corner Strip— Pre Cut Pieces
For All PVC Wiring Duct Types 
Pre-cut pieces are cut to size. Joins sections of duct together at corners or “T” junctions. Used with 
any PVC Wiring Duct, Type G, F and D Duct and FS Raceway. 

CSP1LG-Q
CSP1.5LG-Q
CSP2LG-Q
CSP3LG-Q
CSP4LG-Q

RIGID PVC

1.00" (25.4)
1.50" (38.1)
2.00" (50.8)
3.00" (76.2)

4.00" (101.6)

Light Gray
only 25 pcs.

ORDERING INFORMATION: Order number of feet required in multiples of 6ft. or Std. Carton 
quantities.

Part Number Material
For Duct 
Height Color

Std. 
Length

Std
Ctn. Qty.

PANDUCT ®  Duct Joining Strip— 6 Foot Lengths
For All PVC Wiring Duct Types 
6 foot length. Joins sections of duct together. Used with any PVC Wiring Duct, Type G, F and D Duct 
and FS Raceway. 6 foot length is cut by user to fit duct height.

DJS1BL6
DJS1DG6
DJS1LG6
DJS1WH6

RIGID PVC Cut to Size

Black
Dark Gray
Light Gray

White

6 ft. 120 ft.

NOTE: Actual length of DJSP pre-cut pieces are less than “For Duct Height” shown.
ORDERING INFORMATION: Order number of pieces required in multiples of standard pkg. qty.

Part Number Material
For Duct 
Height Color

Std. 
Pkg. Qty

PANDUCT ®  Duct Joining Strip— Pre Cut Pieces
For All PVC Wiring Duct Types 
Pre-cut pieces are cut to size. Joins sections of duct together. Used with any PVC Wiring Duct, Type 
G, F and D Duct and FS Raceway. 

DJSP1LG-Q
DJSP1.5LG-Q
DJSP2LG-Q
DJSP3LG-Q
DJSP4LG-Q

RIGID PVC

1.00" (25.4)
1.50" (38.1)
2.00" (50.8)
3.00" (76.2)
4.00" (101.6)

Light Gray
only 25 pcs.

Duct Joining Strip
• Snaps onto duct to join sections 

together
• Strip is cut to length (6 foot lengths) or 

is available in pre-cut pieces
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