
Between-Series Adapters

131131

SPECIFICATIONS

Frequency: DC - 18.0 GHz
VSWR: 1.02 + .006 f (GHz)
Impedance: 50 Ohms
Finish: Passivated Stainless Steel

SPECIFICATIONS

ADT-2547-7M-TNF-02

Frequency: DC - 18.0 GHz
VSWR: 1.02 + .006 f (GHz)
Impedance: 50 Ohms
Finish: Passivated Stainless Steel

SPECIFICATIONS

Frequency: DC - 11.0 GHz
VSWR: 1.04 max @ DC - 4 GHz

1.07 max @ 4 - 8.0 GHz
Impedance: 50 Ohms
Finish: Passivated Stainless Steel

SPECIFICATIONS

Model Number

Model Number

ADT-2546-7M-TNM-02

Model Number

ADT-2591-7M-SCM-02

Model Number

ADT-2592-7M-SCF-02

7mm to TNC
7mm to SC

Frequency: DC - 11.0 GHz
VSWR: 1.04 max @ DC - 4 GHz

1.07 max @ 4 - 8.0 GHz
Impedance: 50 Ohms
Finish: Passivated Stainless Steel

7mm to TNC Male Plug

7mm toTNC Female Jack

7mm to SC Male Plug

7mm to SC Female Jack




